
ALL  OTHER OFF  THE  SHELF  ATF  ADDIT IVES  F I T  INTO THESE  CATEGORIES

Seal Swellers are designed to penetrate, 
soften and swell gaskets, o-rings and seals,

expanding their volume and stopping leaks.
Good idea in theory, very bad in practice.
The seal materials are actually physically
damaged and this will cause them to fail 
completely. Professional rebuilders do not

use seal swellers or solvents for 
short-term fixes that will eventually 
cause comebacks. OEM transmission 
manufacturers specify that automatic 

transmission fluids be designed as neutral
to seals and components.

Solvents do just what the name says; they
dissolve and change the fluids behavior.
Solvents are unstable in the presence of
heat. Solvents also reduce the thermal 
stability of the ATF they are added to.

Bar Corroded by Chlorine Clean-New Bar Surface
Untouched

SYNTHETIC 
Liquid Wax 
Ester (LXE®) 
Technology Is 
UNSURPASSED!
LUBEGARD’s SYNTHETIC Liquid Wax Esters (LXE) are more heat stable than any product ever sold. *Review the
Acid and Sludge information chart on the back cover. LUBEGARD is so heat stable, it outperforms it’s nearest 
competitor by over 100 degrees Fahrenheit! 

LUBEGARD’s SYNTHETIC Liquid Wax Esters (LXE) and its derivatives are functional molecules
made in chemical reactors. Other aftermarket additive manufacturers (mix masters) purchase
standard production chemicals and blend these materials together, often misrepresenting 
various claims of technological breakthroughs. In fact, International Lubricants Inc., holds 
over 80 U.S. and foreign patents on new innovative synthetic molecular technologies.

LUBEGARD is the ONLY product of its kind that is Used, Endorsed, Designated and Approved by multiple
OEM’s (Original Equipment Manufacturers).  Other aftermarket transmission products may make similar claims, 
but none have ever produced a single technical service bulletin naming their product! LUBEGARD has eight
known service bulletins!

LUBEGARD was selected by OEM’s because International Lubricants, Inc., is one of a few exclusive research and
development manufacturers who produce their own unique synthetic materials.

LUBEGARD ATF Protectants and Supplements have provided over 100 billion miles of performance.

LUBEGARD is the #1 product used by professional automotive technicians around the world.

LUBEGARD With LXE Is The ONLY Product That Effectively Transfers HEAT! 
Only LUBEGARD Reduces Excessive Heat Up To 40°F! For Every 10 degrees of heat reduced you double the
life of the fluid! For every 20 degrees of heat reduced you 
double the life of the transmission!

CHLORINATED
PARAFFIN’S

CHLORINATED
PARAFFIN’S

Are among the most reactive, 
corrosive and destructive 

chemical additives in the market
today.  The Federal Trade Commission

has brought a number of these 
companies to legal action due to false 

performance claims. 
When chlorinated paraffin’s break
down, they can form acids, which 

attack bearing materials and 
components. Acids also degrade 

the ATF additive packages 
and form sludge.

Burnt Steel Bar Test

SEAL SWELLERS/
SOLVENTS

Review The Acid and Sludge Information Chart On The Back Cover Review The Acid and Sludge Information Chart On The Back Cover Review The Acid and Sludge Information Chart On The Back Cover

SEAL SWELLERS/
SOLVENTS

Of All These Man-Made (Synthetic) Products, LUBEGARD with LXE® Is the ONLY Choice of OEM’S and is #1 with Professionals

World’s Finest
Lubricants!

Manufacturers specify, “Specifically, ash will impact friction
response. In addition, ATF with ash is likely to have a higher
Zinc (Zn) content. Zinc will adhere to clutch linings and
cause slippage, resulting 
in transmission damage,”
from Nissan Service
Bulletin Reference 
#3NTBb98-042.

What Do OEM’s Say?

ZINC COMPOUNDS (ZDDP)ZINC COMPOUNDS (ZDDP)

Inexpensive, outdated technology. This additive group
is based on active zinc and phosphorous. These 

inexpensive additives were developed in the 1950’s
and have been used extensively in most 
conventional formulations since then. 

Unlike what some companies would have you believe,
ZDDP is neither a new or cutting edge technology. 

In fact, it can act as a sludge builder. Sludge and heat
kills transmissions. The newest generation of GM

Dexron®/Mercon® (factory fill), Mercon®V as well 
as Chrysler Mopar ATF +4® are completely Zinc free. 

See chart below and the acid/sludge 
information chart on back.

LUBEGARD Is The Only 

Product Of Its Kind To Be 

Used, Endorsed, Designated 

and Approved By Multiple 

Major Original Equipment 

Manufacturers (OEM's)!

Review The Acid and Sludge Information Chart On The Back Cover

This is a transmission
fluid containing a zinc
additive after it has
been exposed to heat.

Comparison Of Oxidative Stability

Normal O-Ring

Normal O-Ring
Softened and
Swollen After

Soaking In Seal
Swell Product.

Comparison Of Thermal Breakdown
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TEST DESCRIPTION: Samples of products were added in proper proportions to commercial ATF and were 
tested for Total Acid number, they were placed in an oven at 325°f for 48 hours, then removed and tested for Total 
Acid number again. Changes shown are changes of Total Acid number of the samples in excess of changes of Total
Acid number of the Dexron.

All Trademarks are owned by their respective companies.

YEARS AGO;
• Sperm Whale Oil and its derivatives were used as additives in virtually 

all automotive lubricants because of its exceptional lubricity (wetting 
agent) and heat resistance.

• The products were effective - so effective for example, a car’s 
transmission fluid was generally never changed.

• 30 million pounds of whale oil was used per year in lubricants alone.
• In 1972 the Endangered Species Act out-

lawed the killing of whales 
and the use of whale oil.

PROBLEM
• There was no suitable replacement 

available.
• This resulted in a dramatic drop in 

performance, in particular the heat transfer 
and heat resistance properties in ATF’s were severely reduced.

Transmissions failures went from under 1,000,000 
to over 8,000,000 by 1975, due

to the loss of Sperm Whale 
Oil Additives.

SOLUTION
• International Lubricants, Inc. 

in conjunction with 
Dr. Philip Landis, a highly 
distinguished research chemist 
who headed the Mobil Oil 
Applied Lubrication Research 
Group, developed and patented the first and only high 
temperature Sperm Whale Oil replacement - LUBEGARD SYNTHETIC
Liquid Wax Ester (LXE®) Technology.

•  LUBEGARD’s Unique Synthetic LXE Technology is proven to actually 
outperform the Sperm Whale Oil Additives!

• Independent third party test results prove LUBEGARD with its 
PATENTED SYNTHETIC LXE Technology reduces component

wear by 
at least 50%, reduces oxygen uptake
(oxidation) by 

30% and reduces pentane insol-
uble (sludge)
by 60% when added to GM®

Used, Endorsed, Designated &
Approved by Multiple Major 
Car Manufacturers, (OEM’s)

HERES WHY!

Chemicals
Used As

Additives: 
How Heat

Stable 
Are They?

The
LUBEGARD

Story!

90% Of All
Transmission
Failures Are

Caused By
Overheating.

Source: Automatic Transmission
Rebuilders Assoc.

INTERNATIONAL LUBRICANTS, INC.
7930 Occidental South • Seattle, WA 98108 • PO Box 24743 • Seattle, WA 98124
206-762-5343 • 800-333-LUBE (5823) • Fax: 206-762-7989 
www.Lubegard.com

World’s Finest
Lubricants!

LXEA W I T H

World’s Finest
Lubricants!

LUBEGARD Is The Only 

Product Of Its Kind To Be 

Used, Endorsed, Designated 

and Approved By Multiple 

Major Original Equipment 

Manufacturers (OEM's)!

W o r l d ’ s  F i n e s t  L u b r i c a n t s !
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